


Overview

Toughness is built into every Odyssey battery at every stage of production. Pure lead plates support absorbed electrolyte giving a 'dry',
leak-free sealed unit. Designed to high specification, the Odyssey is vibration resistant and will deliver its power in extremes of
temperature from the frozen wastelands to the arid desert. The batteries are even designed to provide starting current at 70% depth of
discharge, so you really can depend on your Odyssey.
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Range

Longer service life

Extra long storage life

Deep discharge fast recovery

Maintenance free

Smaller and lighter than conventional batteries

Superior cranking and fast charge capability

Shock and vibration proof

Withstands temperature extremes

Non-hazardous

ODYSSEY BATTERIES

Part No                  Volt       AH          L           W           H      Weight

PURE LEAD HIGH POWER
PC310                      12           8          138         86         101        2.7
PC535                      12          14         170         99         157        5.4
PC545                      12          13         178         86         132        5.2
PC625                      12          18         170         99         175        6.0
PC680                      12          16         182         76         168        7.0
PC925                      12          28         169        179        128       11.8
PC1200                    12          42         200        170        173       17.4
PC1220                    12          70         302        175        190       20.7
PC1230                    12          55         240        177        201       20.6
PC1350                    12          95         377        175        190       27.4 
PC1400                    12          65         240        174        221       22.7
PC1500                   12          68         276        172        199       22.7
PC1500DT                12          68         276        178        199       22.4
PC1700                    12          68         331        168        176       27.6
PC1750                    12          74         300        183        189       26.3
PC1800                    12         214        578        125        316       60.0
PC2150T                  12         100        330        173        240       35.3
PC2250                    12         126        286        269        233       39.0
PC370                      12          15         200         77         140        5.7
PC950                      12          34         250         97         156        9.0
PC1100                    12          45         250         97         206       12.5


