
Performance Data



Constant Current Discharge Performance Data

Discharge Current (Amperes) to 1.70Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 109 97.1 87.6 80.0 63.7 36.2 25.6 20.1 16.6 14.2 12.5 11.2 10.2 9.30 4.84

SBS XC 92F-FT 109 97.1 87.6 80.0 63.7 36.2 25.6 20.1 16.6 14.2 12.5 11.2 10.2 9.30 4.84

SBS XC 190F-FT 227 203 185 170 136 77.5 55.0 43.0 35.3 30.1 26.2 23.3 20.9 19.0 10.0

SBS XC 320 267 253 241 229 198 127 91.4 71.5 59.0 50.3 43.9 39.0 35.2 32.0 17.0

SBS XC 400 334 317 301 286 248 159 114 89.4 73.8 62.9 54.9 48.8 43.9 40.0 21.3

SBS XC 580 484 459 436 415 359 231 166 130 107 91.2 79.6 70.8 63.7 58.0 30.9

SBS XC 680 568 539 512 487 421 271 194 152 125 107 93.3 83.0 74.7 68.0 36.2

SBS XC 780 652 618 587 559 483 310 223 174 144 123 107 95.1 85.7 78.0 41.5

SBS XC 900 752 713 677 644 557 358 257 201 166 142 124 110 98.9 90.0 47.9

Discharge Current (Amperes) to 1.75Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 106 94.4 85.4 78.0 62.5 35.8 25.4 19.9 16.5 14.1 12.4 11.1 10.1 9.26 4.81

SBS XC 92F-FT 106 94.4 85.4 78.0 62.5 35.8 25.4 19.9 16.5 14.1 12.4 11.1 10.1 9.26 4.81

SBS XC 190F-FT 217 196 179 165 133 77.5 55.0 43.0 35.3 30.1 26.2 23.3 20.9 19.0 10.0

SBS XC 320 243 231 220 210 184 122 90.7 71.5 59.0 50.3 43.9 39.0 35.2 32.0 17.0

SBS XC 400 304 289 276 263 230 152 113 89.4 73.8 62.9 54.9 48.8 43.9 40.0 21.3

SBS XC 580 440 419 400 381 334 221 164 130 107 91.2 79.6 70.8 63.7 58.0 30.9

SBS XC 680 516 491 469 447 392 259 193 152 125 107 93.3 83.0 74.7 68.0 36.2

SBS XC 780 592 564 537 513 449 297 221 174 144 123 107 95.1 85.7 78.0 41.5

SBS XC 900 683 650 620 592 518 343 255 201 166 142 124 110 98.9 90.0 47.9

Discharge Current (Amperes) to 1.80Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 101 91.1 82.9 75.8 60.8 35.3 25.2 19.8 16.4 14.0 12.4 11.1 10.1 9.21 4.79

SBS XC 92F-FT 101 91.1 82.9 75.8 60.8 35.3 25.2 19.8 16.4 14.0 12.4 11.1 10.1 9.21 4.79

SBS XC 190F-FT 201 183 168 155 127 74.9 53.9 42.4 35.0 29.9 26.1 23.2 20.9 19.0 10.0

SBS XC 320 216 206 197 188 167 114 86.3 69.5 58.5 50.3 43.9 39.0 35.2 32.0 17.0

SBS XC 400 269 257 246 236 209 142 108 86.9 73.1 62.9 54.9 48.8 43.9 40.0 21.3

SBS XC 580 391 373 356 341 303 206 156 126 106 91.2 79.6 70.8 63.7 58.0 30.9

SBS XC 680 458 437 418 400 355 242 183 148 124 107 93.3 83.0 74.7 68.0 36.2

SBS XC 780 525 501 479 459 407 278 210 170 142 123 107 95.1 85.7 78.0 41.5

SBS XC 900 606 579 553 530 470 320 243 196 164 142 124 110 98.9 90.0 47.9

Discharge Current (Amperes) to 1.85Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 94.7 85.0 77.6 71.9 58.4 34.3 24.8 19.5 16.2 13.9 12.2 11.0 9.94 9.08 4.71

SBS XC 92F-FT 94.7 85.0 77.6 71.9 58.4 34.3 24.8 19.5 16.2 13.9 12.2 11.0 9.94 9.08 4.71

SBS XC 190F-FT 178 163 150 139 115 69.3 50.2 39.6 32.8 28.1 24.5 21.8 19.7 17.9 9.48

SBS XC 320 185 177 170 164 147 103 79.1 64.5 54.5 47.3 41.9 37.6 34.1 31.3 17.0

SBS XC 400 231 222 213 205 183 129 98.9 80.7 68.2 59.2 52.3 47.0 42.7 39.1 21.3

SBS XC 580 335 321 309 297 266 187 143 117 98.9 85.8 75.9 68.1 61.9 56.7 30.9

SBS XC 680 393 377 362 348 312 219 168 137 116 101 89.0 79.9 72.6 66.5 36.2

SBS XC 780 450 432 415 399 358 251 193 157 133 115 102 91.6 83.2 76.3 41.5

SBS XC 900 520 499 479 460 413 289 223 181 153 133 118 106 96.0 88.0 47.9



Constant Power Discharge Performance Data

Constant Power (Watts per cell) to 1.70Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 203 182 165 151 121 69.3 49.3 38.7 32.0 27.3 24.0 21.5 19.5 17.9 9.43

SBS XC 92F-FT 203 182 165 151 121 69.3 49.3 38.7 32.0 27.3 24.0 21.5 19.5 17.9 9.43

SBS XC 190F-FT 411 372 340 314 254 148 106 83.3 68.7 58.6 51.2 45.5 40.9 37.2 19.7

SBS XC 320 459 437 417 399 350 233 172 137 114 97.8 85.9 76.6 69.1 63.0 33.9

SBS XC 400 573 546 521 499 438 291 216 171 142 122 107 95.7 86.4 78.7 42.3

SBS XC 580 831 792 756 724 635 422 313 248 206 177 156 139 125 114 61.4

SBS XC 680 975 928 886 848 744 495 366 291 242 208 183 163 147 134 72.0

SBS XC 780 1118 1065 1017 973 854 567 420 334 277 238 209 187 168 153 82.5

SBS XC 900 1290 1229 1173 1123 985 655 485 385 320 275 242 215 194 177 95.2

Constant Power (Watts per cell) to 1.75Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 198 178 162 148 119 68.8 49.1 38.6 31.9 27.3 24.0 21.5 19.5 17.9 9.41

SBS XC 92F-FT 198 178 162 148 119 68.8 49.1 38.6 31.9 27.3 24.0 21.5 19.5 17.9 9.41

SBS XC 190F-FT 398 362 332 307 250 148 106 83.3 68.7 58.6 51.2 45.5 40.9 37.2 19.7

SBS XC 320 428 409 392 375 331 225 170 137 114 97.8 85.9 76.6 69.1 63.0 33.9

SBS XC 400 535 511 490 469 414 282 213 171 142 122 107 95.7 86.4 78.7 42.3

SBS XC 580 775 741 710 679 601 408 309 248 206 177 156 139 125 114 61.4

SBS XC 680 909 869 833 797 704 479 362 291 242 208 183 163 147 134 72.0

SBS XC 780 1043 997 955 914 808 549 415 334 277 238 209 187 168 153 82.5

SBS XC 900 1203 1150 1102 1054 932 634 479 385 320 275 242 215 194 177 95.2

Constant Power (Watts per cell) to 1.80Vpc at 20°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 192 173 158 145 117 68.1 48.8 38.5 31.8 27.3 24.0 21.4 19.5 17.8 9.37

SBS XC 92F-FT 192 173 158 145 117 68.1 48.8 38.5 31.8 27.3 24.0 21.4 19.5 17.8 9.37

SBS XC 190F-FT 375 343 315 292 240 144 104 82.2 68.1 58.2 51.0 45.3 40.8 37.2 19.7

SBS XC 320 391 373 357 343 306 213 163 133 112 97.5 85.9 76.6 69.1 63.0 33.9

SBS XC 400 488 466 447 429 383 266 204 166 140 122 107 95.7 86.4 78.7 42.3

SBS XC 580 708 676 648 622 555 386 296 241 203 177 156 139 125 114 61.4

SBS XC 680 830 792 760 729 651 453 347 283 239 207 183 163 147 134 72.0

SBS XC 780 952 909 871 836 746 519 398 324 274 238 209 187 168 153 82.5

SBS XC 900 1098 1049 1005 965 861 599 460 374 316 274 242 215 194 177 95.2

Constant Power (Watts per cell) to 1.85Vpc at 25°C

PowerSafe SBS XC 
Battery Type

Standby Time (Minutes) Standby Time (Hours)

30 35 40 45 1 2 3 4 5 6 7 8 9 10 20

SBS XC 92F 183 164 150 138 113 66.8 48.4 38.0 31.6 27.1 23.9 21.4 19.4 17.8 9.26

SBS XC 92F-FT 183 164 150 138 113 66.8 48.4 38.0 31.6 27.1 23.9 21.4 19.4 17.8 9.26

SBS XC 190F-FT 337 309 286 265 221 134 97.9 77.6 64.3 55.1 48.3 43.0 38.8 35.3 18.8

SBS XC 320 342 329 316 305 274 196 152 125 106 92.4 82.0 73.8 67.0 61.5 33.9

SBS XC 400 428 411 395 381 343 245 190 156 132 115 103 92.2 83.8 76.8 42.3

SBS XC 580 620 596 573 552 497 355 275 226 192 167 149 134 122 111 61.4

SBS XC 680 727 699 672 647 583 416 323 265 225 196 174 157 142 131 72.0

SBS XC 780 834 801 771 743 669 477 370 304 258 225 200 180 163 150 82.5

SBS XC 900 963 925 889 857 772 550 427 351 298 260 231 208 189 173 95.2
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